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DRIP LINE

4-6 INCH LAYER BARK MULCH

CHAINLINK FENCING WITH

STEEL POSTS IN GROUND

PLAN VIEW

TREE PROTECTION NOTES

1. CURRENT STANDARD DETAIL AT CITY ENGINEERING DIVISION SHALL PREVAIL.

2. TREE PROTECTION MEASURES MUST BE IN PLACE BEFORE CONSTRUCTION, DEMOLITION AND/OR

GRADING ACTIVITIES COMMENCE.  CITY OF FREMONT WILL STOP CONSTRUCTION IF TREE

PROTECTION MEASURES ARE NOT IN PLACE AND MAINTAINED THROUGHOUT THE CONSTRUCTION

PERIOD.

3. TREES CALLED OUT FOR PRESERVATION SHALL BE FENCED AT THE DRIPLINE.  FENCING MAY OCCUR

AT THE COMBINED DRIPLINES OF GROVES OF TREES.  PLACE 4-6 INCH BARK MULCH BENEATH

DRIPLINES OF TREES TO BE PRESERVED.  KEEP BARK 2-3 FEET FROM TREE TRUNK.

4. FENCING SHALL BE 6 FEET TALL CHAIN LINK FENCING WITH STEEL POSTS EMBEDDED IN THE GROUND.

5. NO GRADING SHALL OCCUR WITHIN THE DRIPLINES/FENCED AREA OF EXISTING TREES.

6. NO CONSTRUCTION MATERIALS OR CONSTRUCTION VEHICLES MAY BE STORED WITHIN THE

DRIPLINES/FENCED AREA OF EXISTING TREES.

7. CONSTRUCTION VEHICLES OR MACHINERY MAY NOT PASS BETWEEN TWO OR MORE EXISTING TREES

IDENTIFIED FOR PRESERVATION IF THEIR CANOPIES ARE WITHIN 10 FEET OF TOUCHING.  ADDITIONAL

FENCING MAY BE REQUIRED BY THE CITY AS NEEDED.

8. THE CONTRACTOR IS REQUIRED TO HAVE AN ARBORIST CERTIFIED BY THE INTERNATIONAL SOCIETY

OF ARBORICULTURE (ISA), APPROVED BY THE CITY,  ON SITE IF SITE CONSTRUCTION EFFORTS

REQUIRE REMOVAL OF EXISTING ROOTS OR BRANCH PRUNING.  ROOTS APPROVED FOR CUTTING

MUST BE CUT CLEANLY WITH A SAW.  RIPPING OR SHREADING ROOTS SUBJECT TO FINE/PENALTY.

9. UNAUTHORIZED TREE REMOVAL IS SUBJECT TO REPLACEMENT EQUAL TO THE APPRAISED VALUE OF

THE TREE LOST PER FMC 4-5108.

10. THE CONTRACTOR IS REQUIRED TO WATER, FERTILIZE AND ATTEND TO OTHER MAINTENANCE NEEDS

OF EXISTING TREES TO MAINTAIN HEALTHY GROWTH THROUGHOUT THE CONSTRUCTION PERIOD.  AN

EARTH BERM MEASURING MINIMUM 6 FEET IN DIAMETER, AND 6 INCHES IN HEIGHT SHALL BE

CONSTRUCTED AT THE BASE OF EACH TREE TO FUNCTION AS A TEMPORARY WATERING BASIN

DURING THE CONSTRUCTION PERIOD.  TREES SHALL BE WATERED ACCORDING TO WEATHER AND

TREE SPECIES REQUIREMENTS.

11.IF TREES ARE BEING RELOCATED: RELOCATION OF EXISTING TREES SHALL OCCUR UNDER THE

OBSERVATION AND DIRECTION OF A CERTIFIED ARBORIST APPROVED BY THE CITY OF FREMONT.

12. TRUNK WRAP PROTECTION SHALL OCCUR FOR TREES SITUATED IN SMALL TREE WELLS OR SIDEWALK

PLANTERS.  THIS FORM OF PROTECTION WILL BE ALLOWED BY APPROVAL FROM SENIOR LANDSCAPE

ARCHITECT ONLY.  REFER TO LSD-10.
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